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Beispiele unserer Displayantriebe mit BM 010 

Examples of Display Motors based on BM 010 
 

 

 

 

 

 

 

 
 

 

 

Basismodell: 

Basic Type: 

BM 010 

Batteriemotor kontinuierlich 

drehend. Betrieb mit 1,5 bis 

4,5 V DC. 

Es gibt 3 Motortypen: 

mit 0,7 / 2,5 / 9 UpM bei 

Betrieb mit 1,5 V DC. 

 

Battery operated continuous 

rotating motor. Operating 

voltage 1.5 to 4.5 V DC. 

Three basic motors: 

with 0.7 / 2.5 / 9 rpm by 

using 1.5 V DC. 

 

 

 

 

Drehgeschwindigkeit - 

UpM ca. 

Rotation speed - rpm 

approx. 

1.5 V 3.0 V 4.5 V 

0.7 1.5 2.5 

2.5 5.5 9 

9 20 30 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

BPA 010 
Batteriemotor BM 010 mit 

Pendelaufsatz 

 

Battery motor BM 010 with 

pendulum drive 

 

 

 

 

 

Pendelzyklen /  

Pendelum cycles: 

Entsprechend der 

gewählten Drehge-

schwindigkeit 

According the chosen 

speed 

Schwenkbereiche /  

Pivoting ranges: 

30° / 45° / 60° 

 

 

 

 

 

 
 

 

 

 

 

 

 

 
 

 

 

 

BMO 010 
Batteriemotor BM 010 mit 

oszillierendem Aufsatz 

 

Battery motor BM 010 with 

oscillating drive 

 

 

Pendelzyklen /  

Pendelum cycles: 

Entsprechend der 

gewählten Drehge-

schwindigkeit 

According the chosen 

speed 

Schwenkbereiche /  

Pivoting ranges: 

30° / 45° / 60° 
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Beispiele unserer Displayantriebe mit BM 010 

Examples of Display Motors based on BM 010 
 

 

 

 

 

 

 

 

 

 
 

 

BD 012 
Batteriemotor BM 010 mit 

verschiedenen 

Batteriehaltern verbunden 

 

Battery motor BM 010 

assembled with different 

battery holders 

 

 

 

Drehgeschwindigkeit - 

UpM ca. 

Rotation speed - rpm 

approx. 

1.5 V 3.0 V 4.5 V 

0.7 1.5 2.5 

2.5 5.5 9 

9 20 30 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

  

 

 

 

BDO 
Batteriemotor BM 010 mit 

Doppelantriebaufsatz. 

Flansche optional. 

 

Battery motor BM 010 with 

double drive. 

Flanges optionally.

 

 

Drehgeschwindigkeit - 

UpM ca. 

Rotation speed - rpm 

approx. 

1.5 V 3.0 V 4.5 V 

0.7 1.5 2.5 

2.5 5.5 9 

9 20 30 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

BMT 
Batteriemotor BM 010 mit 

90° - Taktaufsatz. 

Stoppzeiten abhängig von 

der Geschwindigkeit. 

 

Battery motor BM 010 with 

90° - cycle drive. Stop times 

depending on the speed. 

 

 

 

1x 90° bei 1,5 V ca. 

1x 90° at 1.5 V approx. 

 

1,5 Minuten / minutes 

up to 

7 Sekunden / seconds 
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Beispiele unserer Displayantriebe mit BM 010 

Examples of Display Motors based on BM 010 
 

 

 

 

 

 

 

BMG 
Batteriemotor BM 010 mit 

Gegenlaufaufsatz. 

Metallbügel und Flansch für 

feststehende Achse optional 

erhältlich 

 

Battery motor BM 010 with 

counter rotating drive. 

Metal bows and flange for 

static shaft are optionally 

available 

 

Drehgeschwindigkeit - 

UpM ca. 

Rotation speed - rpm 

approx. 

1.5 V 3.0 V 4.5 V 

1.0 2.0 3.5 

3.5 7.5 12 

12 25 40 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

BML 
Batteriemotor BM 010 mit 

Linearaufsatz. 

 

Battery motor BM 010 with 

linear drive

 

Mögliche Strecken 

Possible stroke length 

20,25,30,35,40, 

45,50,55,60 mm 

 

 

 

 
 

 

 

 
 

 

 

 

 

 

BMS 
Batteriemotor BM 010 mit 

Schwenkaufsatz. 

 

Battery motor BM 010 with 

pivote drive 

 

Unterschiedliche 

Drehwinkel 

Different pivoting 

ranges

 

 

 

 
 

 

 

 

 

 

 

 

 

 

BDH 030 
Batteriemotor BM 010 für 

Hängebetrieb. Max. 3 kg 

Zuglast. 

 

Battery motor BM 010 for 

ceiling suspension. 

Maximum 3 kg load.

 

Drehgeschwindigkeit - 

UpM ca. 

Rotation speed - rpm 

approx. 

1.5 V 3.0 V 4.5 V 

0.7 1.5 2.5 

2.5 5.5 9 

9 20 30 
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Wählen Sie Ihre geeignetste Batterieeinheit aus 

Select your Most Suitable Battery Source 
 

 

 

 

Batterieköcher für Monozellen in Reihenschaltung: 
Plug in tube for D-Cell batteries in series connection: 

 

 

 
 

1,5 Volt 
Köcher für 1 Monozelle 

= einfache UpM 
 

1.5 Volt 
Plug in tube for 1 D-Cell 

= single rpm 

 
 

3 Volt 
Köcher für 2 Monozellen 

= doppelte UpM 
 

3 Volt 
Plug in tube for 2 D-Cell 

= double rpm 

 
 

4,5 Volt 
Köcher für 3 Monozellen 

= dreifache UpM 
 

4.5 Volt 
Plug in tube for 3 D-Cell 

= triple rpm 
 

 
 
Wir führen weiterhin eine Vielzahl an unterschiedlichen Batteriehaltern und Zubehörteilen. 
Furthermore we have a big variety of different battery holders and accessories. 
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Beispiele unserer großen Vielfalt an Batteriehalter 

Examples of our Variety of Battery Holders 
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Beispiele unserer großen Vielfalt an Batteriehalter 

Examples of our Variety of Battery Holders 
 

 

 

Anwendungsbeispiel für die Verbindung von mehreren Batteriehaltern: 
Connection examples of several Battery Holders: 

 
Parallelschaltung = 1,5 Volt DC. Zum Beispiel 3-fache Laufzeit aber 1-fache Geschwindigkeit 
Parallel Connection = 1.5 Volt DC. For example 3-fold runtime but 1-fold speed 
 

 
 
 
 
Reihenschaltung = zum Beispiel 4,5 Volt DC. Einfache Laufzeit aber 3-fache Geschwindigkeit 
Series Connections = for example 4.5 Volt DC. Single runtime but 3-fold speed 
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Copy of Original 

Security Advice for Battery Operated Products 
 

 
 
Congratulations on your purchase of a high quality product from our company. 
 

For your own safety, please read the following security, operation and installation instructions carefully, 
before initial start-up! Keep these instructions for the entire service life of the product in order to be able to 

consult them at any time. 

  
This device has left the factory in absolute perfect condition of technical safety. For keeping it in such condition and for 
ensuring a danger free operation, the operator must follow the enclosed safety instructions and warnings. 
 
Please check for possible shipping damages first. Should there be any recognizable shipping damages, do not put the 
unit into operation and contact your dealer or supplier immediately. Please keep the original packaging. Always ship 
the goods in the original packaging for ensuring best possible protection during transportation. We also recommend 
insuring the goods for their retail value. 
 
This device is not intended for being operated by persons (including children) with impaired physical, sensorial 
or mental capability or lacking experience and/or knowledge. Excepting in cases when they are supervised by 
a responsible person or when they receive instructions from such on how to operate the unit.   
Never leave such persons unattended with this device, as this product is not a toy! 
 
Warranty / Security Advice: 
 
These instructions are part of the product. Always include these with the unit, even if they are forwarded to third parties. 
This is also valid for any product descriptions or special operation instructions included with the unit. 
 
Damages caused by disregarding these instructions or false operation are not subject to warranty. Warranty claims in 
such cases expire instantly. These also refer to any modifications made on the unit.  
Using the device differently as described in the operation instructions may cause damages to the unit, which also leads 
to voiding of any warranty claims. Overturned, scratched or disassembled units will affect the warranty claims. 
Furthermore, any other usage may cause short circuit, fire, electrical shock or personal injury. For consequences in such 
cases the manufacturer will not accept any liability.  
 
Proper Use: 
 
This unit is recommended for presenting different products with the purpose of advertising and for promoting sales. 
Please note the product specific information written on the data sheet, the product or on our website.  For any questions 
concerning our products please contact us by phone or e-mail. 
 
Improper Use: 
 
The product should never be operated by another voltage than the one indicated. Do not pull, lift or swing the unit from 
its wires and neither throw or overload it mechanically or electrically. No objects or fluids may ever get in the openings 
of the unit. Should there be a slightest hint that even a minimal liquid quantity has gotten into the device, the inserted 
batteries must be removed in an instant. This also applies for cases when the unit has been exposed to high humidity. 
Even if the device seemingly is still functioning, a specialist must check if any isolation got affected through entry of 
liquids. Reduced isolation may cause short circuits. Do not use force when installing the device. No foreign objects 
should ever get into the unit or in elements of power transmission. This is particularly valid for metal parts. Should even 
smallest metal parts like paper clips, staples or metal chips get into the device or on the power transmitting elements, 
the unit must be disconnected instantly and all foreign parts removed. Metal parts may cause short circuits and lead to 
malfunctions and consequently to damages. 
 
 
 
 

mailto:info@mte-motors.de
http://www.mte-motors.de/


Seite 2 von 3 
Alle Angaben unterliegen Toleranzen, können technische oder typographische Fehler enthalten und sich jederzeit und ohne Ankündigung ändern.  
All information are underlying tolerances, may contain technical or printing errors and are subject to change without notice.  Stand: 2025-10 

    Für eine persönliche Beratung rufen Sie uns bitte direkt an unter: 
For further details please contact: 

info@mte-motors.de  
                                                 www.mte-motors.de  

 
 

 

Copy of Original 

Security Advice for Battery Operated Products 
 

 
 
Do Not Put the Device into Operation: 
 

- As long as you are not sure of its purpose. 
- After moving the device from a cold environment to a warm one. In certain circumstances the condensation 

water may destroy the unit. Leave the device off as long as it reaches room temperature (except for devices 
designed for outdoor operation). 

 
Special Remark: 
 
Remove the batteries from the unit or the battery holder or disconnect it from the power source in case the unit is not 
used or before cleaning. 
 
Recommendations for Batteries: 
 
Do not leave batteries laying around, as there is a hazard of being swallowed by children or pets. In case of swallowing 
contact a physician immediately. Avoid touching damaged or leaked batteries with bare skin, as these may cause 
burnings. Use protective gloves in such cases.  
 
Always pay attention to correct poling when inserting batteries! 
 
Danger of Explosion: 
 
Batteries should never be short circuited, thrown in fire or recharged, as these may cause explosion. 
 
General Remark: 
 
Please be aware that our liability consists solely of the manufacturing and delivery of the products ordered by you. The 
responsibility for proper support and installation in concordance with all legal obligations and testing the complete 
installation(s) fall under the duties of the customer.  
 
Please note our Mounting and Operating Instructions. 
 
Cleaning and Maintenance 
 
Never use solvents or coarse cleansers for cleaning the device. Only use a soft damp cloth. The customer must ensure 
that each installation is checked on a yearly basis by an expert for technical safety and functioning. 
Power transmitting parts (e.g. control boards) should never be cleaned with damp or wet cloths. Humidity may cause 
short circuit.  
 
The following points have to be considered during an inspection: 
 

- All screws used for mounting the device and / or parts of it have to be tight and not corroded. 
- No deformations should be noticeable on the housing, on mounting parts or installation place (ceiling, 

suspension or cross beams). 
- Mechanically moving parts, like shafts, loops or similar, must not show any traces of wearing (e.g. material 

abrading or any damages) and must not be unbalanced. 
- Cables of the electric power supply must not show any damages, material fatigue (e.g. porous cables) or 

sediments. Further installation requirements depend on the place of installation as well as on the operating 
regulations and should always be carried out by a professional and adequately eliminated.  

- Maintenance and service operations are only to be carried out by authorized personnel. Use original spare parts 
only! 
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Troubleshooting: 
 
Product is not working: 

- Are the connection wires properly connected to the unit? 
- Is there enough voltage (battery full, proper power adapter, etc.)? 
- Is the poling correct (proper connection of “+” and “-“ )? 
- Is the fuse defect in case of using a fine wire fuse in mains adaptor? If so, exchange it. 

 
Waste Disposal: 
 
Protecting the environment is very important to us. This refers not only to the direct pollution but also to managing the 
resources. Our products should never be disposed through household waste. Precious raw materials may be recycled. 
If you are a final consumer ask your reseller for proper methods and places of recycling of electric devices. Please 
comply with your country specific recycling methods. There might be facilities for recycling of electric devices in your 
area. 
 
Please be aware that according to § 18 BattG (Battery Recycling Law) materials contained in batteries may harm not 
just the environment but public health as well. As final consumer you are obliged to recycle used batteries according to 
§ 18 paragraph 1 point no. 2. The recycling is cost free and must be done through the general recycling system GRS or 
through public disposal services. Used batteries should never get into household waste in order to prevent harming the 
environment and public health. 
 
Batteries are special waste and must be disposed as such. In case of disposing the whole device, the batteries must be 
removed first. Empty batteries may be disposed through collecting bins placed at electric appliance distributors.  
 
The significance of the signs or symbols on the batteries or their packaging is as follows: 
 

  : Batteries should never get into household waste 
PB  : Battery contains more than 0,004 mass percentage lead 
Cd  : Battery contains more than 0,002 mass percentage cadmium 
Hg  : Battery contains more than 0,0005 mass percentage mercury 
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Security Advice for Ceiling Mounted Turntables 
 

 
 

Mounting and Operating Instructions:  
 
This device is a motor drive for operating in hanging position. The maximum load of the construction must not exceed 
the maximum load specified in the product data sheet. 
 
Pay attention to the product and installation specific instructions included with the product. 
 
Please consider that the area below the place of mounting should be closed during the time of mounting and should be 
free of objects or access of persons. 
 
Prior to mounting make sure that the mounting surface fulfils the requirements for the application and for the total load 
as well as complies with all legal and any additional prerequisites, standards, regulations or laws. Due to security 
measures, the rotating motor must be mounted with a second individual support. The rotating load also needs to be 
secured against falling off through an additional suspended construction. The additional security construction must be 
designed and mounted in such way that in case of failure of the main hanging unit no part of the installation could fall 
off. No persons should stay below the motor drive during operation. 
 
Installation: 
 

 
 
 
Important! 
 
Overhead jobs require a high level of experience. This includes (and not only) calculations of the load bearing capacity, 
choosing the proper mounting materials, regular safety inspections of the utilized materials and of the rotating object. 
Mounting of such installations must always be carried out by a professional. Improper constructions may cause injuries 
and/ or may cause damage of properties.    
 
The place of mounting must be chosen in such way that the motor drive is mounted in an absolute horizontal position. 
Should the motor be hung from the ceiling or high supports, a traverse must be a used. The motor drive should never 
be swinging in a room.  
 
The motor drive must be secured by screws through all its bore holes. Always use screws with corresponding strength 
and ensure that these are tightly anchored in the ceiling or cross beam.   
 
Small battery driven hanging installations, which work in an inaccessible area (e.g. in shop windows) may be mounted 
to the ceiling in a swinging way, provided that they are fixed with proper items. This refers to units like BMH 010 or 
BDH 030. These units do not have the possibility of being tightly mounted to the ceiling. 
 

Risk of death! 
The installation should be in compliance with the regulations of DGUV V17 (earlier BGV 
C1) and DIN VDE 0711-217  
The installation must be carried out by authorized personnel only. 
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Copy of Original 
 

EC Declaration of Incorporation 
 (Machinery Directive 2006/42/EG) 

 
The manufacturer of the partly completed machine hereby declares that: 
  
Type:   „BM 010“ 
Description: DC Motor with spur gear, plastic cover, 1,5 V – 4,5 V DC, 

external dimension incl. shaft approx. 53x53x71 mm, maximum  
centric load on the shaft 1 kg. 

 

• that the following general security and health protection is in accordance to the 
annex I of the directive above: 

- No. 1.1.2., No. 1.1.3., No. 1.3.1., No. 1.3.4., No. 1.3.6., No. 1.5.1., No.1.5.2.,      
No. 1.5.4., No. 1.5.8., No. 1.5.9., No. 1.5.13., No. 1.7.4.1. 

• that the special technical documents are created according annex VII B, 

• that the special technical documents can be transferred as PDF files to the 
responsible authorities,  

• The conformity according to the EMC Directive: 
EMC Directive 2014/30/EU 
RoHS Directive 2011/65/EU 

 
 
Manufacturer and authorized representative of the technical documentation:  
 
MTE Bewegungstechnik GmbH & Co. KG 
Paul-Dannenmann-Str. 16 
D - 73642 Welzheim 
Tel.: +49 (0)7182 531934-0 
 
The incomplete machine may not be put into operation before it has been noticed 
that the machine which should be built in in an incomplete machine is in accordance 
to the machine directive. 

MTE Bewegungstechnik GmbH & Co. KG 

Paul-Dannenmann-Str. 16 
73642 Welzheim 

Telefon  +49 7182 531934-0 

Mail  info@mte-motors.de 
Home  www.mte-motors.de 


