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Overview of Turntables Ø 6 m – Motor outside 
 

 

Turntable Details 
 

Top Surface: 
Thickness: 
Height: 
Load Capability: 
 
Motor Power: 
Installation Weight:

Alu Alloy 
6 mm 
310 mm 
4000 kg 
 
0.75 kW 
2102 kg

Steel Plate 
4 mm 
310 mm 
4000 kg 
 
0.75 kW 
2524 kg

MDF Board 
18 mm 
330 mm 
4000 kg 
 
0.75 kW 
1966 kg

Plywood 
18 mm 
330 mm 
4000 kg 
 
0.75 kW 
1966 kg

Concrete 
75 mm 
380 mm 
9000 kg 
incl. Concrete 
1.1 kW 
2759 kg

Uniformly Distributed Load: 
Turntable Foundation: 
Rotation Speed: 
Speed Control: 

135 kg/m² 
Concrete pit 
0.2 – 1.0 rpm 

Various speed control 
 

Design and Construction 
The design of turntable includes: 
 

Structure: 
Support Wheels: 
Center Bearing: 
Drive Method: 
Rail Plate Device: 
Motor Drive: 
Steel Coating: 
 
 
Control System Information 
 

Function: 
 
Control Box: 
Power Required: 
Max. Current: 
Remote Control: 
 
 
General Information 
 

General Drawing: 
Alu, Steel, MDF, Plywood Top 
Concrete Top 
3D Sketch: 
Alu, Steel, MDF, Plywood Top 
Concrete Top 
Pit Drawing: 
 
 
Others: 
 

 
 
 

Fan-shaped structure frame combined 
Fixed 
Fixed 
Patented pin-gear drive system 
Pin wheel 
Gearbox + Pin 
Rust resistant paint and primer / Hot-dipped galvanized 
 
 
 
 

On/Off, clockwise/counterclockwise, 
various speed control, emergency stop 
Fixed installation 
Single phase 200~240VAC, 50Hz/60Hz 
10A 
Optional 
 
 
 
 

 
Appendix I 
Appendix II 
 
Appendix III 
Appendix IV 
Appendix V 
 
 
Buyer is in charge of pit design and manufacture. 
 

mailto:info@mte-motors.de
http://www.mte-motors.de/
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